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Padmounted Switchgear Checklist

	Customer:
	     
	
	Date:
	     

	Reference:
	     
	
	From:
	     

	Distributor / Agent:
	     
	
	Sales Engineer:
	     


	 FORMCHECKBOX 

	VFI   (Vacuum Fault Interrupter)
	
	 FORMCHECKBOX 

	MOST   (Oil Switched, Oil Filled)

	
	
	 FORMCHECKBOX 

	RVAC   (Vacuum Switched)

	1)
	Equipment kV Class:
	
	1)
	Equipment kV Class:

	
	 FORMCHECKBOX 

	15 kV
	
	
	 FORMCHECKBOX 

	15 kV

	
	 FORMCHECKBOX 

	25 kV
	
	
	 FORMCHECKBOX 

	25 kV

	
	 FORMCHECKBOX 

	35 kV
	
	
	 FORMCHECKBOX 

	35 kV

	2)
	Model Number (Description, # of Ways):
	
	2)
	Model Number (Description, # of Ways):

	
	     
	
	
	     

	3)
	Insulation:
	
	3)
	Insulation:

	
	 FORMCHECKBOX 

	Oil
	
	
	 FORMCHECKBOX 

	Oil

	
	 FORMCHECKBOX 

	SF6 Gas
	
	
	 FORMCHECKBOX 

	SF6 Gas

	
	 FORMCHECKBOX 

	R-TEMP
	
	
	 FORMCHECKBOX 

	R-TEMP

	
	 FORMCHECKBOX 

	FR3 Fluid
	
	
	 FORMCHECKBOX 

	FR3 Fluid

	4)
	Bushing Arrangement:  (Source / Tap)
	
	4)
	Bushing Arrangement:  (Source / Tap)

	
	 FORMCHECKBOX 

	600 Amp / 600 Amp
	
	
	 FORMCHECKBOX 

	600 Amp / 600 Amp

	
	 FORMCHECKBOX 

	600 Amp / 200 Amp
	 FORMCHECKBOX 

	include inserts
	
	
	 FORMCHECKBOX 

	600 Amp / 200 Amp
	 FORMCHECKBOX 

	include inserts

	
	 FORMCHECKBOX 

	200 Amp / 200 Amp
	 FORMCHECKBOX 

	include inserts
	
	
	 FORMCHECKBOX 

	200 Amp / 200 Amp
	 FORMCHECKBOX 

	include inserts

	5)
	Tripping Configuration on VFI Tap(s):
	
	5)
	Grounding:

	
	 FORMCHECKBOX 

	3-Phase  (one handle per three phases)
	
	
	 FORMCHECKBOX 

	Standard (1/2”-13 ground nut mounted below each bushing)

	
	 FORMCHECKBOX 

	1-Phase  (one handle per each phase)
	
	
	 FORMCHECKBOX 

	½”: Diameter Copper Rods

	6)
	Control:
	
	
	 FORMCHECKBOX 

	Flat Bus (Copper or Aluminum)

	
	 FORMCHECKBOX 

	TriPhase Control
	
	6)
	Material:

	
	 FORMCHECKBOX 

	TriPhase w/Ground Control (TPG)
	
	
	 FORMCHECKBOX 

	Mild Steel w/Plated Hardware (standard)

	
	 FORMCHECKBOX 

	TriPhase w/Ground, w/SCADA control
	
	
	 FORMCHECKBOX 

	Mild Steel w/Non-Corrosive Hardware

	7)
	Material:
	
	
	 FORMCHECKBOX 

	304L, Stainless Steel w/Non-Corrosive Hardware

	
	 FORMCHECKBOX 

	Mild Steel w/Plated Hardware (standard)
	
	7)
	Fusing Requirements:

	
	 FORMCHECKBOX 

	Mild Steel w/Non-Corrosive Hardware
	
	
	 FORMCHECKBOX 
 kV class
	 FORMCHECKBOX 
 8.3 kV
	 FORMCHECKBOX 
 15.5 kV
	 FORMCHECKBOX 
  23.0 kV

	
	 FORMCHECKBOX 

	304L Stainless Steel w/Non-Corrosive Hardware
	
	
	Amperage:
	     

	8)
	Grounding:
	
	
	
	
	
	

	
	 FORMCHECKBOX 

	Standard (1/2”-13 ground nut mounted below each bushing)
	
	
	
	
	
	

	
	 FORMCHECKBOX 

	½” Diameter Copper Rods
	
	
	 FORMCHECKBOX 
   VACpac  (P/L 033 vp prelim, include spec.)

	
	 FORMCHECKBOX 

	Flat Bus (Copper or Aluminum)
	
	
	
	
	
	

	9)
	Potential Transformers:
	
	
	 FORMCHECKBOX 
   PST (P/L 033 prelim, include spec.)

	
	
	Voltage rating:
	     
	kV
	
	
	
	
	
	

	
	
	Connection:
	 FORMCHECKBOX 
 Line to Line
	 FORMCHECKBOX 
 Line to Ground
	
	
	
	
	
	

	
	
	Location:      
	 FORMCHECKBOX 
 Internal (standard)
	 FORMCHECKBOX 
 External
	
	
	
	
	
	

	10)
	Source System Configuration:
	
	
	
	
	
	

	
	 FORMCHECKBOX 

	Grounded Wye
	 FORMCHECKBOX 

	Ungrounded Wye
	
	
	
	
	
	

	
	 FORMCHECKBOX 

	Delta
	
	
	
	
	
	

	11)
	Visible Break:
	
	
	
	
	
	

	
	 FORMCHECKBOX 

	2-position (open/close)
	 FORMCHECKBOX 

	3-position (open/close/ground)
	
	
	

	Other Special Requirements:

	 FORMCHECKBOX 

	SCADA
	 FORMCHECKBOX 

	Motor Operators
	 FORMCHECKBOX 

	Auxiliary Contacts
	 FORMCHECKBOX 

	Semaphores
	 FORMCHECKBOX 

	Others (listed below)
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